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RING OG FÅ ET TILBUD
BioBag Zenzo har mange års erfaring  

med affaldssystemer og nedgravede  

affaldscontainere.

Ring til Dennis Nielsen på 70 27 19 00  

og få råd, vejledning og pris.

Du kan også gå ind på vores hjemmeside 

zenzo.dk, og læse om alt det vi kan.

Z-BIN R-BIN ELKO

Kapacitet   

Brandsikkerhed   

Grundvandssikring   

Installationsudgifter   

Gnaversikring   

Prisniveau   

Beskyttelse mod lugt   

Vandalsikring   

Levetid   

NEDGRAVEDE AFFALDSSYSTEMER

Vores nedgravede affaldscontainere fås som tre forskellige systemer.  

Ud fra en vurdering om krav til volumen, affaldsfraktioner, økonomi, miljø 

og meget andet, kan man vælge det system, som bedst opfylder behovet. 

Se mere om de enkelte systemer i denne brochure.

Har du spørgsmål eller ønsker du et tilbud, så ring til os på  

70 27 19 00 - Vi står klar.
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R-Bin ElkoZ-Bin

Creating a safe user and operation 
environment is a key requirement 
for our containers. Thanks to the 
inclusion of a barrier of at least 
800mm in height, no gaping holes 
are left open as the semi-under-
ground containers are emptied, 
protecting operators and users.

The efficiency of the semi-under-
ground concept lies not only in how 
easily these containers are emptied, 
but also in the small amount of 
surface area needed to place them 
in the ground. In addition, our in-
ner lid is much easier to open than 
those of alternative solutions.

Because of the large volumes 
that the RBin can hold, fewer 
containers are needed, and the 
time needed to collect and remove 
waste is reduced. This will result in 
lowered costs of both investment 
and installation. Big volume, small 
appearance.

The advantage of the RBin is the 
flexibility with which you can install 
the containers in the street. Make 
the ideal set up that suits best the 
customers requirements on any 
location and take advantage of its 
versatility and efficient design. 

You start the installation by digging 
a hole into the ground for all the 
RBins you want to place into one 
location. The concrete pit is lifted 
from the transport truck into the 
hole. If everyting is leveled and in 
a straight line, the bin is completed 
with decoration, lifting system and 
covers. Fill up the hole on the sides, 
and optionally do the finishing work 
on the top layer of the location. The 
RBin is ready to use.

There are several lifting options to 
empty the RBin, they mainly are 
dependent on the truck and crane 
you empty with. The truck comes up 
to the RBin. Locks up on the lifting 
system. The inner part of the waste 
container is being lifted out of the 
concrete pit, and emptied into the 
truck. When it’s emptied the inner 
part is lifted back into the pit, and 
the RBin is ready to use again.

Comparison between 1x RBin, 6x 1100L wheelie bins and 35x 140L wheelie bins!

1. Dig a hole                         2. Place the RBin in the hole                          3. Fill the hole 1. Truck with crane                           2. Lift the bag                       3. Empty the bag

We use exclusively high-quality 
materials selected for their 
durability. Our concrete shell has a 
high stability and we have chosen 
to use either aluminium or stainless 
steel to eliminate corrosion. Our 
containers are seamless and carry 
double-walled lids.
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NEW

NEW

NEW

NEW

DZCM5000 Stand. / Stand. C

HLCC5000 5000 L B

HLCC3000 3000 L B

HLCC1500 1500 L B

DZCMSS5000 Stand. / Stand. C

DZCMRS5000 Reinf. / Stand. C

DZCMRR5000 Reinf. / Reinf. C

Note: not in combination with a single hook lifting system

HLMCSH5000 5000 L C

HLMCSH3000 3000 L C

HLMCDH5000 5000 L C

HLMCDH3000 3000 L C
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1.4.7  Multi fraction divided lifting bag

1.4.6  Multi fraction lifting bag

Assembled /

1.4.8  Hard lifting container

1.4.9  Hard lifting metal container - single hook

1.4.10  Hard lifting metal container - double hook

Product code Volume Price Cat.

Note: rope emptying

Product code              Volume               Price                          Cat.

Product code              Volume               Price                          Cat.

Product code Volume Price Cat.

* Minimum 5 pcs

Product code Volume Price Cat.

* Minimum 5 pcs

€ 1.770

€ 1.524

€ 1.375

€ 912

€ 1.044

€ 1.178

€ 2.100

€ 1.800

€ 2.240

€ 1.880

€ 582

Z-Bin affaldscontainer fås både som overjordisk og 

delvist nedgravet container.

Volumen 
Fra 0,2 m3 til 5 m3. Fås med et eller to rum.

Materiale
100% genanvendeligt UV bestandigt rotationsstøbt 

plast. Skinner og beslag i rustfrie materialer. 

Inderbeholder
Sæk, forstærket sæk eller fast inderbeholder.  

Mulighed for perkolatopsamler og flaskebremse.

Beklædning af indkastsøjle
Lammeller i træ, lakeret aluminium, komposit eller  

galvaniseret hulplade.

Indkast
Indkasthul kan tilpasses forskellige affaldsfraktioner 

som glas, papir og større hul til blandet affald. Kan 

leveres med tromleindkast og med flere forskellige 

former for aflåsning.

Låg
Det kraftige låg fås i 6 forskellige farver, så der er  

tydelig forskel på affaldsfraktionerne, når flere  

containere står sammen. Indkastlåg er konstrueret,  

så det ikke går op i blæsevejr.

Tømning
Via 1 eller 2-hook quick lift.

Standard
EN 13071 og CE godkendt

Levering og installation
Z-Bin leveres samlet med grund- 

vandsforankring og er klar til  

installation. Installeres i henhold til  

medfølgende vejledning.

 

R-Bin delvist nedgravet affaldscontainer med betonkasse.

Volumen 
1 rum 5 m3 iflg. standard. Kan deles i to rum på hver 3 m3, og 

dermed opnås en volumen på i alt 6 m3. Også mulighed for 

deling i 3 eller 4 rum.

Materiale
Grundvandssikret betonkasse i class C35/45. Top i 100%  

genanvendeligt UV bestandigt rotationsstøbt plast. Skinner 

og beslag i rustfrie materialer.  

Inderbeholder
Sæk, forstærket sæk eller fast inderbeholder i galvaniseret  

stål. Mulighed for perkolatopsamler.

Beklædning af overjordisk del af betonkasse
Lammeller i træ, lakeret aluminium og komposit eller  

galvaniseret hulplade.

Indkast
Indkasthul kan tilpasses forskellige affaldsfraktioner som glas, 

papir og større hul til blandet affald. Kan leveres med flere 

forskellige former for aflåsning.

Låg
Det kraftige låg fås i 6 forskellige farver, så der er tydelig for-

skel på affaldsfraktionerne, når flere containere står sammen. 

Indkastlåg er konstrueret, så det ikke går op i blæsevejr.

Tømning
Via 1-hook quick lift.

Standard
EN 13071 og CE godkendt

Levering og installation
R-Bin leveres samlet og klar til installation. Installeres  

i henhold til medfølgende vejledning.

Elko fuldt nedgravet affaldscontainer.

Volumen 
3, 4 eller 5 m3. Alle modeller kan leveres med to rum, hvor  

fordelingen er 50/50 eller 70/30. Elko containeren har en  

installationsdybde på 294 cm.

Materiale
Ydre kasse i beton class C35/45. Inderbeholder i fuldsvejset varm- 

galvaniseret stål. Indkastsøjle i varmgalvaniseret stål i valgfri RAL  

farve. Antigrafittibehandlet. Topplade er varmgalvaniseret  

dørkplade i målene 1600 x1600 mm.

Indkast
Elko container leveres med tromleindkast i rustfrit stål med fx  

rundt hul til flasker eller et aflangt indkast til papir og aviser.  

Alle indkast kan monteres med lås.

Tømning
Tømning via 1, 2 eller 3 krogsystem. Elko containeren kan leveres  

med skjulte kroge.

Standard
EN 13071 og CE godkendt.

Installation
Elko containeren leveres samlet klar til installation. Som standard  

leveres containeren med skridsikker dørkplade i galvaniseret stål.  

Mulighed for topplade forberedt til anden belægning, så  

installationen kan tilpasses det eksisterende miljø.

Model i liter 200 300 1500 1000 750 3000 2000 1500 5000 3000 2200

Højde i mm 1550 1950 2700 1700 1200 2700 1700 1200 2700 1700 1200

Diameter i mm 590 590 1100 1100 1100 1300 1300 1300  1700  1700 1700

Vægt i kg 30 35 90 70 60 130 100 87 195 150 130

Kapacitet i m3* 0,2 0,3 1,5 1,0 0,5 3,0 2,0 1,5 5,0 3,0 2,2

Model i liter 5000 3000 & 3000  3000 & 1500 1500 & 3000 1500 L

Højde i mm 3150 3150 3150 3150 3150

Bredde i mm 1660 1660 1660 1660 1660

Vægt i kg 4400 4400 4400 4400 4400

Kapacitet i m3* 5,0 m3 2 X 3,0 m3 2 X 1,5 & 3,0 m3 2 X 1,5 & 3,0 m3 4 X 1,5 m3

Model i m3* 3 m3 4 m3  5 m3 2 x 2,5 m3

Mål inderbeholder i mm (bxdxh) 1340x1340x1805 1340x1340x2160 1340x1340x2725 1340x1340x2725

Mål betonkasse i mm (bxdxh) 1665x1665x2780 1665x1665x2780 1665x1665x2780 1665x1665x2780

Vægt betonkasse i kg ca. 5200 ca. 5200 ca. 5200 ca. 5200

Vægt inderbeholder m. top i kg ca. 500 ca. 600 ca. 700 ca. 800

Med den firkantede form kan 
R-Bin stilles tæt sammen og 
derved spare plads og stadig 
bevare en nem adgang til ind-

kast og tømning.  

R-Bin leveres med 
enten sæk, for-
stærket sæk eller 
fast inderbeholder.  
Mulighed for per-
kolatopsamler.

Z-Bin leveres med 
flere former for 
inderbeholdere 
alt efter hvilken 
affaldsfraktion 
containeren skal 
indeholde. 
Der er også mulig-
hed for perkolat- 
opsamler.

*  Alle Elko modeller kan deles i 
to rum med fordeling 50/50 
eller 70/30. 
Der tages forbehold for at  
den faktiske nyttevolumen 
kan variere ift. det faktiske 
rumfang.*  Der tages forbehold for at den faktiske nyttevolumen kan variere ift. det faktiske rumfang.*  Der tages forbehold for at den faktiske nyttevolumen kan variere ift. det faktiske rumfang.
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Opfyldes med  
opgravet materiale, 
såfremt det egner 
sig til komprimering

Fast afrettet 
underlag

Jord
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Creating a safe user and operation 
environment is a key requirement 
for our containers. Thanks to the 
inclusion of a barrier of at least 
800mm in height, no gaping holes 
are left open as the semi-under-
ground containers are emptied, 
protecting operators and users.

The efficiency of the semi-under-
ground concept lies not only in how 
easily these containers are emptied, 
but also in the small amount of 
surface area needed to place them 
in the ground. In addition, our in-
ner lid is much easier to open than 
those of alternative solutions.

Because of the large volumes 
that the RBin can hold, fewer 
containers are needed, and the 
time needed to collect and remove 
waste is reduced. This will result in 
lowered costs of both investment 
and installation. Big volume, small 
appearance.

The advantage of the RBin is the 
flexibility with which you can install 
the containers in the street. Make 
the ideal set up that suits best the 
customers requirements on any 
location and take advantage of its 
versatility and efficient design. 

You start the installation by digging 
a hole into the ground for all the 
RBins you want to place into one 
location. The concrete pit is lifted 
from the transport truck into the 
hole. If everyting is leveled and in 
a straight line, the bin is completed 
with decoration, lifting system and 
covers. Fill up the hole on the sides, 
and optionally do the finishing work 
on the top layer of the location. The 
RBin is ready to use.

There are several lifting options to 
empty the RBin, they mainly are 
dependent on the truck and crane 
you empty with. The truck comes up 
to the RBin. Locks up on the lifting 
system. The inner part of the waste 
container is being lifted out of the 
concrete pit, and emptied into the 
truck. When it’s emptied the inner 
part is lifted back into the pit, and 
the RBin is ready to use again.

Comparison between 1x RBin, 6x 1100L wheelie bins and 35x 140L wheelie bins!

1. Dig a hole                         2. Place the RBin in the hole                          3. Fill the hole 1. Truck with crane                           2. Lift the bag                       3. Empty the bag

We use exclusively high-quality 
materials selected for their 
durability. Our concrete shell has a 
high stability and we have chosen 
to use either aluminium or stainless 
steel to eliminate corrosion. Our 
containers are seamless and carry 
double-walled lids.
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location. The concrete pit is lifted 
from the transport truck into the 
hole. If everyting is leveled and in 
a straight line, the bin is completed 
with decoration, lifting system and 
covers. Fill up the hole on the sides, 
and optionally do the finishing work 
on the top layer of the location. The 
RBin is ready to use.

There are several lifting options to 
empty the RBin, they mainly are 
dependent on the truck and crane 
you empty with. The truck comes up 
to the RBin. Locks up on the lifting 
system. The inner part of the waste 
container is being lifted out of the 
concrete pit, and emptied into the 
truck. When it’s emptied the inner 
part is lifted back into the pit, and 
the RBin is ready to use again.

Comparison between 1x RBin, 6x 1100L wheelie bins and 35x 140L wheelie bins!

1. Dig a hole                         2. Place the RBin in the hole                          3. Fill the hole 1. Truck with crane                           2. Lift the bag                       3. Empty the bag

We use exclusively high-quality 
materials selected for their 
durability. Our concrete shell has a 
high stability and we have chosen 
to use either aluminium or stainless 
steel to eliminate corrosion. Our 
containers are seamless and carry 
double-walled lids.
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HLCC1500 1500 L B
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Note: not in combination with a single hook lifting system
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1.4.7  Multi fraction divided lifting bag

1.4.6  Multi fraction lifting bag

Assembled /

1.4.8  Hard lifting container

1.4.9  Hard lifting metal container - single hook

1.4.10  Hard lifting metal container - double hook

Product code Volume Price Cat.

Note: rope emptying

Product code              Volume               Price                          Cat.

Product code              Volume               Price                          Cat.

Product code Volume Price Cat.

* Minimum 5 pcs

Product code Volume Price Cat.

* Minimum 5 pcs

€ 1.770

€ 1.524

€ 1.375

€ 912

€ 1.044

€ 1.178

€ 2.100

€ 1.800

€ 2.240

€ 1.880

€ 582

Z-Bin affaldscontainer fås både som overjordisk og 

delvist nedgravet container.

Volumen 
Fra 0,2 m3 til 5 m3. Fås med et eller to rum.

Materiale
100% genanvendeligt UV bestandigt rotationsstøbt 

plast. Skinner og beslag i rustfrie materialer. 

Inderbeholder
Sæk, forstærket sæk eller fast inderbeholder.  

Mulighed for perkolatopsamler og flaskebremse.

Beklædning af indkastsøjle
Lammeller i træ, lakeret aluminium, komposit eller  

galvaniseret hulplade.

Indkast
Indkasthul kan tilpasses forskellige affaldsfraktioner 

som glas, papir og større hul til blandet affald. Kan 

leveres med tromleindkast og med flere forskellige 

former for aflåsning.

Låg
Det kraftige låg fås i 6 forskellige farver, så der er  

tydelig forskel på affaldsfraktionerne, når flere  

containere står sammen. Indkastlåg er konstrueret,  

så det ikke går op i blæsevejr.

Tømning
Via 1 eller 2-hook quick lift.

Standard
EN 13071 og CE godkendt

Levering og installation
Z-Bin leveres samlet med grund- 

vandsforankring og er klar til  

installation. Installeres i henhold til  

medfølgende vejledning.

 

R-Bin delvist nedgravet affaldscontainer med betonkasse.

Volumen 
1 rum 5 m3 iflg. standard. Kan deles i to rum på hver 3 m3, og 

dermed opnås en volumen på i alt 6 m3. Også mulighed for 

deling i 3 eller 4 rum.

Materiale
Grundvandssikret betonkasse i class C35/45. Top i 100%  

genanvendeligt UV bestandigt rotationsstøbt plast. Skinner 

og beslag i rustfrie materialer.  

Inderbeholder
Sæk, forstærket sæk eller fast inderbeholder i galvaniseret  

stål. Mulighed for perkolatopsamler.

Beklædning af overjordisk del af betonkasse
Lammeller i træ, lakeret aluminium og komposit eller  

galvaniseret hulplade.

Indkast
Indkasthul kan tilpasses forskellige affaldsfraktioner som glas, 

papir og større hul til blandet affald. Kan leveres med flere 

forskellige former for aflåsning.

Låg
Det kraftige låg fås i 6 forskellige farver, så der er tydelig for-

skel på affaldsfraktionerne, når flere containere står sammen. 

Indkastlåg er konstrueret, så det ikke går op i blæsevejr.

Tømning
Via 1-hook quick lift.

Standard
EN 13071 og CE godkendt

Levering og installation
R-Bin leveres samlet og klar til installation. Installeres  

i henhold til medfølgende vejledning.

Elko fuldt nedgravet affaldscontainer.

Volumen 
3, 4 eller 5 m3. Alle modeller kan leveres med to rum, hvor  

fordelingen er 50/50 eller 70/30. Elko containeren har en  

installationsdybde på 294 cm.

Materiale
Ydre kasse i beton class C35/45. Inderbeholder i fuldsvejset varm- 

galvaniseret stål. Indkastsøjle i varmgalvaniseret stål i valgfri RAL  

farve. Antigrafittibehandlet. Topplade er varmgalvaniseret  

dørkplade i målene 1600 x1600 mm.

Indkast
Elko container leveres med tromleindkast i rustfrit stål med fx  

rundt hul til flasker eller et aflangt indkast til papir og aviser.  

Alle indkast kan monteres med lås.

Tømning
Tømning via 1, 2 eller 3 krogsystem. Elko containeren kan leveres  

med skjulte kroge.

Standard
EN 13071 og CE godkendt.

Installation
Elko containeren leveres samlet klar til installation. Som standard  

leveres containeren med skridsikker dørkplade i galvaniseret stål.  

Mulighed for topplade forberedt til anden belægning, så  

installationen kan tilpasses det eksisterende miljø.

Model i liter 200 300 1500 1000 750 3000 2000 1500 5000 3000 2200

Højde i mm 1550 1950 2700 1700 1200 2700 1700 1200 2700 1700 1200

Diameter i mm 590 590 1100 1100 1100 1300 1300 1300  1700  1700 1700

Vægt i kg 30 35 90 70 60 130 100 87 195 150 130

Kapacitet i m3* 0,2 0,3 1,5 1,0 0,5 3,0 2,0 1,5 5,0 3,0 2,2

Model i liter 5000 3000 & 3000  3000 & 1500 1500 & 3000 1500 L

Højde i mm 3150 3150 3150 3150 3150

Bredde i mm 1660 1660 1660 1660 1660

Vægt i kg 4400 4400 4400 4400 4400

Kapacitet i m3* 5,0 m3 2 X 3,0 m3 2 X 1,5 & 3,0 m3 2 X 1,5 & 3,0 m3 4 X 1,5 m3

Model i m3* 3 m3 4 m3  5 m3 2 x 2,5 m3

Mål inderbeholder i mm (bxdxh) 1340x1340x1805 1340x1340x2160 1340x1340x2725 1340x1340x2725

Mål betonkasse i mm (bxdxh) 1665x1665x2780 1665x1665x2780 1665x1665x2780 1665x1665x2780

Vægt betonkasse i kg ca. 5200 ca. 5200 ca. 5200 ca. 5200

Vægt inderbeholder m. top i kg ca. 500 ca. 600 ca. 700 ca. 800

Med den firkantede form kan 
R-Bin stilles tæt sammen og 
derved spare plads og stadig 
bevare en nem adgang til ind-

kast og tømning.  

R-Bin leveres med 
enten sæk, for-
stærket sæk eller 
fast inderbeholder.  
Mulighed for per-
kolatopsamler.

Z-Bin leveres med 
flere former for 
inderbeholdere 
alt efter hvilken 
affaldsfraktion 
containeren skal 
indeholde. 
Der er også mulig-
hed for perkolat- 
opsamler.

*  Alle Elko modeller kan deles i 
to rum med fordeling 50/50 
eller 70/30. 
Der tages forbehold for at  
den faktiske nyttevolumen 
kan variere ift. det faktiske 
rumfang.*  Der tages forbehold for at den faktiske nyttevolumen kan variere ift. det faktiske rumfang.*  Der tages forbehold for at den faktiske nyttevolumen kan variere ift. det faktiske rumfang.
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Opfyldes med  
opgravet materiale, 
såfremt det egner 
sig til komprimering

Fast afrettet 
underlag
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R-Bin ElkoZ-Bin

Creating a safe user and operation 
environment is a key requirement 
for our containers. Thanks to the 
inclusion of a barrier of at least 
800mm in height, no gaping holes 
are left open as the semi-under-
ground containers are emptied, 
protecting operators and users.

The efficiency of the semi-under-
ground concept lies not only in how 
easily these containers are emptied, 
but also in the small amount of 
surface area needed to place them 
in the ground. In addition, our in-
ner lid is much easier to open than 
those of alternative solutions.

Because of the large volumes 
that the RBin can hold, fewer 
containers are needed, and the 
time needed to collect and remove 
waste is reduced. This will result in 
lowered costs of both investment 
and installation. Big volume, small 
appearance.

The advantage of the RBin is the 
flexibility with which you can install 
the containers in the street. Make 
the ideal set up that suits best the 
customers requirements on any 
location and take advantage of its 
versatility and efficient design. 

You start the installation by digging 
a hole into the ground for all the 
RBins you want to place into one 
location. The concrete pit is lifted 
from the transport truck into the 
hole. If everyting is leveled and in 
a straight line, the bin is completed 
with decoration, lifting system and 
covers. Fill up the hole on the sides, 
and optionally do the finishing work 
on the top layer of the location. The 
RBin is ready to use.

There are several lifting options to 
empty the RBin, they mainly are 
dependent on the truck and crane 
you empty with. The truck comes up 
to the RBin. Locks up on the lifting 
system. The inner part of the waste 
container is being lifted out of the 
concrete pit, and emptied into the 
truck. When it’s emptied the inner 
part is lifted back into the pit, and 
the RBin is ready to use again.

Comparison between 1x RBin, 6x 1100L wheelie bins and 35x 140L wheelie bins!

1. Dig a hole                         2. Place the RBin in the hole                          3. Fill the hole 1. Truck with crane                           2. Lift the bag                       3. Empty the bag

We use exclusively high-quality 
materials selected for their 
durability. Our concrete shell has a 
high stability and we have chosen 
to use either aluminium or stainless 
steel to eliminate corrosion. Our 
containers are seamless and carry 
double-walled lids.
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Creating a safe user and operation 
environment is a key requirement 
for our containers. Thanks to the 
inclusion of a barrier of at least 
800mm in height, no gaping holes 
are left open as the semi-under-
ground containers are emptied, 
protecting operators and users.

The efficiency of the semi-under-
ground concept lies not only in how 
easily these containers are emptied, 
but also in the small amount of 
surface area needed to place them 
in the ground. In addition, our in-
ner lid is much easier to open than 
those of alternative solutions.

Because of the large volumes 
that the RBin can hold, fewer 
containers are needed, and the 
time needed to collect and remove 
waste is reduced. This will result in 
lowered costs of both investment 
and installation. Big volume, small 
appearance.

The advantage of the RBin is the 
flexibility with which you can install 
the containers in the street. Make 
the ideal set up that suits best the 
customers requirements on any 
location and take advantage of its 
versatility and efficient design. 

You start the installation by digging 
a hole into the ground for all the 
RBins you want to place into one 
location. The concrete pit is lifted 
from the transport truck into the 
hole. If everyting is leveled and in 
a straight line, the bin is completed 
with decoration, lifting system and 
covers. Fill up the hole on the sides, 
and optionally do the finishing work 
on the top layer of the location. The 
RBin is ready to use.

There are several lifting options to 
empty the RBin, they mainly are 
dependent on the truck and crane 
you empty with. The truck comes up 
to the RBin. Locks up on the lifting 
system. The inner part of the waste 
container is being lifted out of the 
concrete pit, and emptied into the 
truck. When it’s emptied the inner 
part is lifted back into the pit, and 
the RBin is ready to use again.

Comparison between 1x RBin, 6x 1100L wheelie bins and 35x 140L wheelie bins!

1. Dig a hole                         2. Place the RBin in the hole                          3. Fill the hole 1. Truck with crane                           2. Lift the bag                       3. Empty the bag

We use exclusively high-quality 
materials selected for their 
durability. Our concrete shell has a 
high stability and we have chosen 
to use either aluminium or stainless 
steel to eliminate corrosion. Our 
containers are seamless and carry 
double-walled lids.

 standard lifting bagsingle hook system

double hook system

mushroom system

triangle

wood stainl. steel composite 
black

composite 
grey

composite 
brown

print
surface

mixed

white

brown green yellow

black blue

padlock

glass

unique lock

paper

semi hard lifting bag hard lifting container

small cover

small cover lock 
(optional)

large cover

lifting system

frame mounting

frame

concrete well

standard 
lifting bag

hard lifting 
container

SIZE DOES MATTER

MIX & MATCH

INSTALLATION WASTE COLLECTION

QUALITY & RELIABILITY EFFICIENCY & COMFORTSAFE FUNCTIONALITY

SMALL COVER COLOR EXPLODED VIEW

FRACTION OPENING

LOCKS

DECORATIVE FRAMING

LIFTING SYSTEM INNER BAG

Why semi-underground ? Options RBin components

V001 / 2019 ENG V001 / 2019 ENG

Creating a safe user and operation 
environment is a key requirement 
for our containers. Thanks to the 
inclusion of a barrier of at least 
800mm in height, no gaping holes 
are left open as the semi-under-
ground containers are emptied, 
protecting operators and users.

The efficiency of the semi-under-
ground concept lies not only in how 
easily these containers are emptied, 
but also in the small amount of 
surface area needed to place them 
in the ground. In addition, our in-
ner lid is much easier to open than 
those of alternative solutions.

Because of the large volumes 
that the RBin can hold, fewer 
containers are needed, and the 
time needed to collect and remove 
waste is reduced. This will result in 
lowered costs of both investment 
and installation. Big volume, small 
appearance.

The advantage of the RBin is the 
flexibility with which you can install 
the containers in the street. Make 
the ideal set up that suits best the 
customers requirements on any 
location and take advantage of its 
versatility and efficient design. 

You start the installation by digging 
a hole into the ground for all the 
RBins you want to place into one 
location. The concrete pit is lifted 
from the transport truck into the 
hole. If everyting is leveled and in 
a straight line, the bin is completed 
with decoration, lifting system and 
covers. Fill up the hole on the sides, 
and optionally do the finishing work 
on the top layer of the location. The 
RBin is ready to use.

There are several lifting options to 
empty the RBin, they mainly are 
dependent on the truck and crane 
you empty with. The truck comes up 
to the RBin. Locks up on the lifting 
system. The inner part of the waste 
container is being lifted out of the 
concrete pit, and emptied into the 
truck. When it’s emptied the inner 
part is lifted back into the pit, and 
the RBin is ready to use again.

Comparison between 1x RBin, 6x 1100L wheelie bins and 35x 140L wheelie bins!

1. Dig a hole                         2. Place the RBin in the hole                          3. Fill the hole 1. Truck with crane                           2. Lift the bag                       3. Empty the bag

We use exclusively high-quality 
materials selected for their 
durability. Our concrete shell has a 
high stability and we have chosen 
to use either aluminium or stainless 
steel to eliminate corrosion. Our 
containers are seamless and carry 
double-walled lids.
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DZCM5000 Stand. / Stand. C

HLCC5000 5000 L B

HLCC3000 3000 L B

HLCC1500 1500 L B

DZCMSS5000 Stand. / Stand. C

DZCMRS5000 Reinf. / Stand. C

DZCMRR5000 Reinf. / Reinf. C

Note: not in combination with a single hook lifting system

HLMCSH5000 5000 L C

HLMCSH3000 3000 L C

HLMCDH5000 5000 L C

HLMCDH3000 3000 L C
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1.4.7  Multi fraction divided lifting bag

1.4.6  Multi fraction lifting bag

Assembled /

1.4.8  Hard lifting container

1.4.9  Hard lifting metal container - single hook

1.4.10  Hard lifting metal container - double hook

Product code Volume Price Cat.

Note: rope emptying

Product code              Volume               Price                          Cat.

Product code              Volume               Price                          Cat.

Product code Volume Price Cat.

* Minimum 5 pcs

Product code Volume Price Cat.

* Minimum 5 pcs

€ 1.770

€ 1.524

€ 1.375

€ 912

€ 1.044

€ 1.178

€ 2.100

€ 1.800

€ 2.240

€ 1.880

€ 582

Z-Bin affaldscontainer fås både som overjordisk og 

delvist nedgravet container.

Volumen 
Fra 0,2 m3 til 5 m3. Fås med et eller to rum.

Materiale
100% genanvendeligt UV bestandigt rotationsstøbt 

plast. Skinner og beslag i rustfrie materialer. 

Inderbeholder
Sæk, forstærket sæk eller fast inderbeholder.  

Mulighed for perkolatopsamler og flaskebremse.

Beklædning af indkastsøjle
Lammeller i træ, lakeret aluminium, komposit eller  

galvaniseret hulplade.

Indkast
Indkasthul kan tilpasses forskellige affaldsfraktioner 

som glas, papir og større hul til blandet affald. Kan 

leveres med tromleindkast og med flere forskellige 

former for aflåsning.

Låg
Det kraftige låg fås i 6 forskellige farver, så der er  

tydelig forskel på affaldsfraktionerne, når flere  

containere står sammen. Indkastlåg er konstrueret,  

så det ikke går op i blæsevejr.

Tømning
Via 1 eller 2-hook quick lift.

Standard
EN 13071 og CE godkendt

Levering og installation
Z-Bin leveres samlet med grund- 

vandsforankring og er klar til  

installation. Installeres i henhold til  

medfølgende vejledning.

 

R-Bin delvist nedgravet affaldscontainer med betonkasse.

Volumen 
1 rum 5 m3 iflg. standard. Kan deles i to rum på hver 3 m3, og 

dermed opnås en volumen på i alt 6 m3. Også mulighed for 

deling i 3 eller 4 rum.

Materiale
Grundvandssikret betonkasse i class C35/45. Top i 100%  

genanvendeligt UV bestandigt rotationsstøbt plast. Skinner 

og beslag i rustfrie materialer.  

Inderbeholder
Sæk, forstærket sæk eller fast inderbeholder i galvaniseret  

stål. Mulighed for perkolatopsamler.

Beklædning af overjordisk del af betonkasse
Lammeller i træ, lakeret aluminium og komposit eller  

galvaniseret hulplade.

Indkast
Indkasthul kan tilpasses forskellige affaldsfraktioner som glas, 

papir og større hul til blandet affald. Kan leveres med flere 

forskellige former for aflåsning.

Låg
Det kraftige låg fås i 6 forskellige farver, så der er tydelig for-

skel på affaldsfraktionerne, når flere containere står sammen. 

Indkastlåg er konstrueret, så det ikke går op i blæsevejr.

Tømning
Via 1-hook quick lift.

Standard
EN 13071 og CE godkendt

Levering og installation
R-Bin leveres samlet og klar til installation. Installeres  

i henhold til medfølgende vejledning.

Elko fuldt nedgravet affaldscontainer.

Volumen 
3, 4 eller 5 m3. Alle modeller kan leveres med to rum, hvor  

fordelingen er 50/50 eller 70/30. Elko containeren har en  

installationsdybde på 294 cm.

Materiale
Ydre kasse i beton class C35/45. Inderbeholder i fuldsvejset varm- 

galvaniseret stål. Indkastsøjle i varmgalvaniseret stål i valgfri RAL  

farve. Antigrafittibehandlet. Topplade er varmgalvaniseret  

dørkplade i målene 1600 x1600 mm.

Indkast
Elko container leveres med tromleindkast i rustfrit stål med fx  

rundt hul til flasker eller et aflangt indkast til papir og aviser.  

Alle indkast kan monteres med lås.

Tømning
Tømning via 1, 2 eller 3 krogsystem. Elko containeren kan leveres  

med skjulte kroge.

Standard
EN 13071 og CE godkendt.

Installation
Elko containeren leveres samlet klar til installation. Som standard  

leveres containeren med skridsikker dørkplade i galvaniseret stål.  

Mulighed for topplade forberedt til anden belægning, så  

installationen kan tilpasses det eksisterende miljø.

Model i liter 200 300 1500 1000 750 3000 2000 1500 5000 3000 2200

Højde i mm 1550 1950 2700 1700 1200 2700 1700 1200 2700 1700 1200

Diameter i mm 590 590 1100 1100 1100 1300 1300 1300  1700  1700 1700

Vægt i kg 30 35 90 70 60 130 100 87 195 150 130

Kapacitet i m3* 0,2 0,3 1,5 1,0 0,5 3,0 2,0 1,5 5,0 3,0 2,2

Model i liter 5000 3000 & 3000  3000 & 1500 1500 & 3000 1500 L

Højde i mm 3150 3150 3150 3150 3150

Bredde i mm 1660 1660 1660 1660 1660

Vægt i kg 4400 4400 4400 4400 4400

Kapacitet i m3* 5,0 m3 2 X 3,0 m3 2 X 1,5 & 3,0 m3 2 X 1,5 & 3,0 m3 4 X 1,5 m3

Model i m3* 3 m3 4 m3  5 m3 2 x 2,5 m3

Mål inderbeholder i mm (bxdxh) 1340x1340x1805 1340x1340x2160 1340x1340x2725 1340x1340x2725

Mål betonkasse i mm (bxdxh) 1665x1665x2780 1665x1665x2780 1665x1665x2780 1665x1665x2780

Vægt betonkasse i kg ca. 5200 ca. 5200 ca. 5200 ca. 5200

Vægt inderbeholder m. top i kg ca. 500 ca. 600 ca. 700 ca. 800

Med den firkantede form kan 
R-Bin stilles tæt sammen og 
derved spare plads og stadig 
bevare en nem adgang til ind-

kast og tømning.  

R-Bin leveres med 
enten sæk, for-
stærket sæk eller 
fast inderbeholder.  
Mulighed for per-
kolatopsamler.

Z-Bin leveres med 
flere former for 
inderbeholdere 
alt efter hvilken 
affaldsfraktion 
containeren skal 
indeholde. 
Der er også mulig-
hed for perkolat- 
opsamler.

*  Alle Elko modeller kan deles i 
to rum med fordeling 50/50 
eller 70/30. 
Der tages forbehold for at  
den faktiske nyttevolumen 
kan variere ift. det faktiske 
rumfang.*  Der tages forbehold for at den faktiske nyttevolumen kan variere ift. det faktiske rumfang.*  Der tages forbehold for at den faktiske nyttevolumen kan variere ift. det faktiske rumfang.
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Opfyldes med  
opgravet materiale, 
såfremt det egner 
sig til komprimering

Fast afrettet 
underlag

Jord
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Nedgravede  
affaldsløsninger til  
byggebranchen

FULDT ELLER  
DELVIST NEDGRAVEDE  
AFFALDSCONTAINERE

MANGE MODELLER OG  
STØRRELSER

FLERE  
INSTALLATIONSDYBDER

GODKENDT AF  
DANSKE KOMMUNER

BIOBAG ZENZO · TELEFON 70 27 19 00 · WWW.ZENZO.DK · ZENZO@ZENZO.DK

REFERENCER
AKF Holding A/S

NRE Denmark A/S

Dansk Boligbyg A/S

Enemærke & Petersen A/S

OKNygaard A/S

B.M. Byggeindustri A/S

A. Enggaard A/S

CASA A/S

Jørgen Friis Poulsen A/S

Skibbild Entreprise A/S

Anker Hansen & Co. A/S

WR entreprise A/S

Brdr. Nielsen A/S

Frandsen Entreprenør A/S

Gs Boligudlejning ApS

Birch Gm Ejendomme ApS

RING OG FÅ ET TILBUD
BioBag Zenzo har mange års erfaring  

med affaldssystemer og nedgravede  

affaldscontainere.

Ring til Dennis Nielsen på 70 27 19 00  

og få råd, vejledning og pris.

Du kan også gå ind på vores hjemmeside 

zenzo.dk, og læse om alt det vi kan.

Z-BIN R-BIN ELKO

Kapacitet   

Brandsikkerhed   

Grundvandssikring   

Installationsudgifter   

Gnaversikring   

Prisniveau   

Beskyttelse mod lugt   

Vandalsikring   

Levetid   

NEDGRAVEDE AFFALDSSYSTEMER

Vores nedgravede affaldscontainere fås som tre forskellige systemer.  

Ud fra en vurdering om krav til volumen, affaldsfraktioner, økonomi, miljø 

og meget andet, kan man vælge det system, som bedst opfylder behovet. 

Se mere om de enkelte systemer i denne brochure.

Har du spørgsmål eller ønsker du et tilbud, så ring til os på  

70 27 19 00 - Vi står klar.
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